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Product Name

P ER

SMT - CFO1 Passive Radiative Cooling Coating
SMT - CFO1 FL BB 4 7%k)

Description

i Pl

SMT-CFO1 Passive Radiative Cooling Coating is a functional coating that achieves cooling through a triple mechanism

of "reflection +radiation + barrier." The main raw material is silicone resin. By using highly visible and near-infrared

reflective pigments, the coating achieves >90% reflectivity for solar radiation in the 300-2500 nm band,and rapidly

radiates heat through the 8-13 um "atmospheric window"band, reducing the substrate surface temperature by 15-

30°C.

This product is indicated for:

U Exterior walls and roofs of new, expanded, and renovated public buildings, residential buildings, and industrial
buildings;

. Suitable for substrates such as concrete, cement mortar, external insulation protective layers, and metal
profiled sheets;

. Energy-saving renovation projects in hot summer & cold winter, hot-summer & warm-winter, and mild climate
zones.

SMT - CFOL BB HI% R BLE — T U ST +Rst+ R IR = BN I SC IR I NRE MR AL, TERE A BV EER

BE, BIEASTREEELIIMRSFIER . RETXS 300-2500 nm JEERAPAFRSTSE > 90% RHTR, @

i 8-13um RS E AR FRES A , BFREEREEEL5-307C,

ABEATF:

s WE. VE. XENAHRERN. FEEN. TLEFIIMNERER,

s ERATREL. KEWER. IMRERE. EBEERFEER

s EBEAXA. ERAXBEENHBXTRERIETRE.

No. 60, Weier Rd., Laian County Industrial Park Anhui Surmount New Materials Co., 2026.05.26
Chuzhou, Anhui, 239000, China Ltd.
PEZEEBRMNTRZETYE C XS5 BRITIE R R A A R A ]

www.ahsmt.cn



Sl

Hhib 5 Technical Data Sheet
Properties
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U High reflectivity: solar reflectance = 0.9;

U Excellent weather resistance: no chalking or peeling after 2745 hours of artificial aging, suitable for long-term
outdoor exposure;

U Low VOC: Alcohol-based silicone system, VOC < 50 g/L.

s BRE&: KBEKRSEE=09;
o OBRMfE: AT E 2745h b, X%, T KEIREEFINALEE,;
e {RVOC: EEHIFHAEMAEZR, VOC<50g/L,

Applications
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Before application:

U Compatibility tests between the coating and adjacent materials, as well as adhesion tests to the substrate to be
bonded, shall be conducted prior to construction.

Construction Method:

. Clean the substrate surface to ensure it is solid, free of looseness, dust, sand, grease and other contaminants.

U The product shall be applied as received in its finished state; dilution with solvents is not recommended. If
sedimentation occurs in the package, stir gently before use.

U Before curing, the material may be cleaned by alternating wiping with solvent and dry rags. Once cured, it can
be removed by scraping with a blade, or scrubbed with steel wool, synthetic abrasive pads and solvent.

U To minimize overspray, avoid spraying in windy conditions to prevent material drift. Take care not to overspray
onto adjacent building materials, vehicles, vegetation and other objects. Non-applied surfaces shall be masked
or covered.

U The coating is recommended to be applied by spraying or rolling to ensure uniform film formation and complete
coverage; both application methods may be used within the same coat. If applied in multiple coats, allow
sufficient time between coats for curing before applying additional layers. The final cured film shall be free of

voids, pinholes, cracks or air bubbles.
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Storage

EEER

No. 60, Weier Rd., Laian County Industrial Park Anhui Surmount New Materials Co., 2026.05.26
Chuzhou, Anhui, 239000, China Ltd.

PEZEEBRMNTRZETYE C XS5 BRITIE R R A A R A ]

www.ahsmt.cn



Sl

HRiG 15 Technical Data Sheet

This product is non-hazardous. Store in cool and dry place below 10-27°C. Shelf life: 12 months. Use as soon as
possible.

AFERETERKRS, MBFTEREEAL0-27°c U THRRTRE, SN2 A, BIUREREAM.

Note

ABEW

U Use the product within shelf life; expired goods are prohibited.

U Construct strictly in accordance with adhesion test procedures.

U Avoid direct contact with skin and eyes. Do not ingest.

U Keep away from children and store out of their reach.

U Not suitable for poorly ventilated areas, as the sealant cures by absorbing moisture from the air.

. Application is not recommended when the substrate surface temperature is below 5°C or above 40°C.

U Not suitable for surfaces covered with frost or standing water.

U When bonding to cement or concrete substrates, ensure the substrate is fully dry and cured for 7 days before
application; otherwise, adhesion performance will be affected.

U Not suitable for materials that may exude oils, plasticizers or solvents, such as oil-impregnated wood.
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Shelf life & Instruction
{55 P F5 i #0154 AR

Shelf life: 12 months

REH: 121A

These instructions are only recommendations, which are based on our experience. We advise preliminary testing
before use.

XERFREZETINMNERNEIN . TATBRIAERE AR T35 M.

Packaging Specification

BEAE

This product is conventionally available in white. Custom colors are available. The product is packaged in 6L pails or

according to customer requirements.

AEmEABEA8E, TAH, FRXAE oL RERIRERAXEF K.

Technical Data Sheet (Condition: 23°C, 55%RH)
KARSHR (%4 23°C, 55%RH)
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Test Item Technical Requirement Typical data Test Method
Appearance Uniform semi-fluid paste Uniform semi-fluid | Visual inspection

paste
Density, g/cm3 1.36+0.03 1.36 GB/T 13477.2
Viscosity, mPa*s 10000-20000 15000 GB/T 22235-2008
Operating _ -40~150 Company
Temperature,°C Standards
Skin-over time, min 30-60 40 GB/T 13477.5
Tensile strength, MPa =12 1.2 GB/T 528-2009
Elongation at break, % | =200 210 GB/T 528-2009
Solar direct =90 90 T/CBMF 190-2022
reflectance, %
Near-infrared =95 95 T/CBMF 190-2022
emissivity, %
Application rate, kg/(m | 1.3-1.5 1.36 Company
2=mm) Standards
fe M50 B RARIER LRtk e M ERAE
SN HEERAIR B ERHIR B
ZE, g/cm3 1.36+0.03 1.36 GB/T 13477.2
5, mpa.s 10000-20000 15000 GB/T 22235-2008
EREE, C _ -40~150 W17
T HSE, min 30-60 40 GB/T 13477.5
R{HRE, MPa =12 1.2 GB/T 528-2009
WK, % =200 210 GB/T 528-2009
ABAE B =5 =90 90 T/CBMF 190-2022
ke, %
IELIMRSTR, % =95 95 T/CBMF 190-2022
B8, kg/ri*mm | 1.3-1.5 1.36 AR
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